Hexagonal High Peak Party

LI®] VODULAR Tent Technical Data(Type:

NPT/HEX/ HP8/260)
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Item Specification &
©
Clear-span width 8m
Eave height 2.6m 4. Om o
8 Om
Peak height 5.66m
Type: NPT/HEX/HP8/260
Roof pitch 20°
_ Optional accessories
Side length 4m
PVCwindow sidewalls
Longest component 4.25m Anchoring
Rain Gutter

Minimum tent length

Lining and curtain
Glassdoor units

Roof fixing Bar tensioning Transparent PVC cover and sidewall
) ) Flooring system
Main profile 100x48x3.0mm Weight plate
Wind loading 80km/hour Framework main profile dimension and use
0.3kn/m’ .
smm 48mm
Eave connection Hot-dip Galvanized steel insert Tt
E 3.0mm IS > O
Framework material Hard pressed extruded S S
aluminium 6061/T6 (15HW) — ©
PVC-coated polyester textile, flame foor s 3mm
. oof Beam Gable pol
Cover material r;z;grd_agrat&)t?nlizm 4102 B1,M2,CFM. upright support able pole
9 9 Gable pole
60mm 740mm7
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Intermediale
. purlin
Eave purlin Ridge purlin

Fax:+86-756-5311018
Email:liri@liri-tents.com
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